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PENTIUM 1l CPCI-MXS64GX PROCESSOR ADAPTED FOR GEM
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GENERAL

PM (Processor Module) ROJ 208 425/1 and -425/2 are combinations of ROF
366 844/1 (cPCI-MXS64GX Pentium 1) processor board and a carrier/cross
connection board combination that adapt to the form factor and the interfaces
of the Generic Ericsson Magazine, GEM. The PM PIU is a part of Network
Server Platform, NSP.

This description mainly deals with the carrier/cross connection boards.

OTHER PENTIUM PROCESSORS

The same basic building blocks is also included in ROJ 208 425/2, ROJ 208
426/1, ROJ 208 426/2, ROJ 208 427/1 and ROJ 208 427/2. The -/2 boards
include a flash disk (booting from them, pldisk) and the /1 boards dont use the
flash disks (using the PXE boot instead).

Also refer to references for associated descriptions.

HISTORY
Rev PA1 is the first revision.
Rev A released

Rev B created at EAB/UKY/DR 2002-10-03, reason: insert of /2 boards
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2 FUNCTIONAL DESCRIPTION
2.1 BLOCK DIAGRAM
GEM MXS64GX cPCl
backplane connectors
Fuse resistors 3.3V +3.3V
48V A g—K—‘
5V +5V
48V B E g—KJ 12iv | - 2V
12V
On/Off
Subrack address AP_0 —> Status Power ctrl  |¢
2 On/Off On/Off
Subrack address AP_1 ) {Board addr.
1“C
Subrack address AP_3
Board address ,|~| 12C exp
Sense pins Insertion
sense
12c _|
M-bus address 5| EEPROM
L Temperature|
L] 1°C exp. monitoring
MIA LED
Eth 100Base-T A MAG Eth 100Base-T A
Eth 100Base-T B MAG Eth 100Base-T B

2.2

221

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ

Fig.1. Pentium MXS64GX carrier/cross connection block diagram

POWER SUPPLY

Distribution and Requlation

Power are supplied from the GEM backplane to the carrier/cross connection
boards through a 1 ohm fuse resistor and a diode in series from each -48VDC
branch.

Four REP670 in parallel are used for the 1 ohm fuse resistor, according to
Fig.1.

Three DC/DC modules are used to power the board combination.
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2.2.2

2.2.3

224

2.2.5
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N3 RYT 913 6011/3 +3.3V, 25A, 86-89%

N4 RYT 913 6011/2 +5V, 20A, 86-89%

N1 RYT 913 6001/C +/- 12VDC, 0.5A >80%

The power modules N1, N3 and N4 are self-contained complete converters
where N3 and N4 offer a somewhat higher degree of built-in control and
protection.

Power Control

The power modules are controlled externally in three ways.

* from Maintenance Bus

» from temperature sensor (Fail Safe Power)

» from insertion sense pins

For more information see relevant chapter.

CPU Thermal Management

The CPU temperature of the MXS64GX board is internally monitored both on
die and case level. The throttling temperature, as well as the resume full speed
temperature, can be set individually for die and case supervision. A minimum
of 4 degrees hysteresis is always ensured.

Fail Safe Power On/Off

There is also an “only hardware” temperature on/off switch. A temperature
sensor R110 is placed on the CPU heat sink and connected via comparator
D7 and PWR_EN driver N7 to the enable input of the DC/DC converters. The
shutdown temperture is choosen as to prevent heat sink temperature to reach
beyond 74 °C. The DC/DC converters automatically restart when the ambient
temperature is lowered.

Insertion Sense

For each device board there are two backplane connectors, one in the top and
one in the bottom, that have shorter pins. A connection in the backplane
between the upper and the lower pins distributes power to circuit N7 which is
the PWR_EN driver. The CPU board is not powered up before these pins are
connected. N7 also adds a delay time between 140 and 600 ms. The sense
circuitry is powered directly from -48V.
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XP0O1
XP02

X01 d
SENSE_UP X02

X03

Wﬁ 1 Backplane

X04

xos Backplane
x08 connection

X07
Xo08

X09
SENSE_LOW X10

ov X11 -
% b+ XP03
F L

Fig.2. Insertion sense implementation

ADDRESS INFORMATION

The processor board can read subrack and board/slot address.

Subrack Address

The subrack address is defined by address plugs AP_0, AP_1 and AP_3
mounted in dedicated subrack positions. Each plug can have 16 different
address configurations, represented by four bits plus parity. The subrack
address is available at each slot in the GEM backplane. For protection, each
GEM plug-in unit shall have Schottky diodes (RKZ 323 102/1).

At present, the GEM subrack address is given by AP_0 (4 bits). Due to the
need of a larger address space, the GEM address will be defined be AP_1
plus AP_3 (8 bits).

The address lines are connected to I12C expanders D1, D9 and D11 and can
be read by CPU via the 12C bus on the cPCI connector J1.
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Address plug AP_0 GEM backplane Carrier/Cross connection board

|

0\l SO ! ' i
]

0\l s1 ! M D~

0l S2 | + il MXS64 J1
T 2 .

0.l _S3 ! iy > c

; expander
ov

ROJ 119 112/00-15

Address plug AP_1

0\l S0 ”ﬁ_|>

0\l si “ﬁ_|>

0l S? “ﬁD

0\l S3 !

01 SP ! +4fj[:
oV ' '

ROJ 119 112/00-15

Address plug AP_3

|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
2 2
+ -% 1“C L 1eC
! expander :
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

|
|
|
|
|
! +
o s L R
l
|
|
:

0\l Sl * %—D
0\l S2 * *ﬁ_|>
0l S3 + %—D c |—
! expander
O\L_SP = S >
ov :

ROJ 119 112/00-15

Fig.3. Subrack address implementation

2.3.2 Board/Slot address

Board addresses are numbered from 0 to (n-1) for each available slot from left
to right in the GEM.

The board address is taken from the backplane for each board. An address
pin connected to ground in the backplane = “0". An open circuit address pin =
“1”. Five address pins and one parity pin are used, which allows 32 boards to
be addressed see Fig.4. Odd parity is used.

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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Backplane
' Plug-in Unit X

0~1 BADR-SO .+ T~ BADR-SO ;
! L .

0~1 BADR-S1 . + 1T~ BADR-S1 -
1 I/ :

0 1 BADR-S2 © + T—hH__ BADR-S2 .
) L )

0~y BADR-S3 + + T—H__ BADR-S3 :
\ L ,

0~ BADR-S4 .+ 1T BADR-S4 ;
| L \

0~1 BADR-SP + + 11 BADR-SP :
ov : " ov :

Fig.4. Board address implementation

The address lines are connected to an I12C expander D2 and taken into the
CPU via the 12C bus on the cPCI connector J1.

Subrack and board adresses on |IPMB bus:

IOEXP Circuit No Adress Part Local Adress Setting
D1 SROADR 000
D11 SR1ADR 010
D9 SR3ADR 110
D2 PU_ B ADR 100
2.4 PMC OPTION

It is possible to include one PMC at ROF 366 844/1. This combination has a
product identity according to list:

« ROJ 208 426/1 and -426/2, PM-ETH, together with ROJ 119 2136/1,
IPN_PMC.

+ ROJ 208 427/1 and -427/2, PM-E1/T1, together with ROA 209 21/13,
SS7-PMC E1/T1.

2.5 MAINTENANCE BUS

The maintenance bus is implemented as a 12C bus. The SCB-RP acts as a
master of this bus. The bus is single and not implemented with redundancy.
The maintenance function on each device board in GEM is powered and
supervised by the SCB-RP board.

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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Reference

The device board address is hard-coded in the backplane. An address pin
connected to ground in the backplane is equal to “0” and an open pin is equal
to “1". AQ is the least significant bit.

Board/slot address and maintenance bus address do not use the same
physical backplane pins due to separated power supplies.

r-— Slotand Board Address 1
. Branch 1 Backplane :
| Branch 2 |
. Branch 3 .
| I |
| Branch 1 |
. Branch 2 .
| Branch 3 |
Y & Y

LB e o ] _| S I N L

s ! s

C o]l =l || oofl <||w]|| ©|] ~|| | o S a S |QI S SISIISS| K| S||N||[K|| C

g (|88 8| & 8l|8| 8|l L8|8|l8||818 8|88 8&|8|8]8]88|E] s

sl 3| ol 3| B3| 2| 3| || 2||D| || D] |2||3|| 3| 3|| D3| 3| 3| B|| B||
- allAall all Al Aallall Al Aalfa) alla D: [a] QflAall allallallallallall allalla B
A ]
0 1 2 3 4 5 6 7 8 9 10 11 12 513 14 15 16 17 18 19 20 21 22 23 24 25
Fig.5. M-bus implementation
Table 1. M-bus address

Slot in GEM (11|11 (1(1)1)1(1)12|2[2|2|2]|2
M-bus address 011|2|3|4]5|6]7]8)9 01112(3(4|5|6[7(8]9|0[1(2(3]|4]|5
Physical position 0(0|1|1({1({2|2|2|2|3|3|3|4|4|4|5|5|5|5|6|6[6|7|7|7]|8
y P 2(8|1(4(7(0|3]|6{9|2|5|8|1[4|7|0|3[6|9|2|5[8|1|4]|7]|0
MB_A0 oj1fof1j0j1j0f1f0j2jo0f12y0j2j0f1j0j1jo0f1j0j2fof1foj|1
MB_Al o|jof1f1y0)0j2f12f0j0j2f1(0j0j2f1y0j0j2f1zj0j0f2j12f0]0
MB_A2 o|jojofoj1j1j2f1zfojojofofryrjrf1y0j0jofo)1j1j12j1fo0jo
MB_A3 o|jojofojojojofofrjrjyafzyrjrjy2f1jojojofojojofofof1|2
MB_A4 o|jojofojojojofofojojofojojojofojrjrjaf1jrjrfaf1yf1|2
SCB - A branch > -l1(1|1(1(2]2|2(2|3(3]|3]|3 S I R R R N I )
SCB - B branch > 2 o R i A 31333222211 |1|1]-

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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Backplane Pttt N
0\l MB A0 L+ T H~_ MB_AD :
e  + T MBAI
0~1 MB_A2 Ly T h_ MBA2 -
0Ny MBAS T MBA3 :
01 MB_A4 +TH _ MBA4 .

oV . ov |

Slave

Slave Address:
0100 A2A1A0RMW

Slave Address:
1010 A2A1A0R/W

MIA LED

RYT118044/2C

(X24C0258)
so8

EEPROM

4

RYT1096048/3C| &
—111  (PcresTaTS) |-
0] ssor20 2
8Bit 1/0-Port ) 1K
: — T
o— F—— s
15 56
05—
8

1
2
3
6
5
7

wcC

Power On

Power Status

Insertion Sense Status

Fig.7. Device board maintenance bus interface

As the MIA-led is mounted on the carrier board there is a plastic light guide to
convey light to the front panel.

The following functions are available through the Maintenance Bus utilising
IOEXP D6 and PROM D5:

« control of MIA LED
» control of power modules

e supervision of joint power status

» |D control and programming

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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2.6 SERIAL INTERFACE
Serial RS232/V24 connection with a 9 pin D-Sub at the front is possible at the
CPU.
2.7 ETHERNET INTERFACE
PM supports two 10/100Base-TX Interfaces accessible via the cPCI J2
connector.
2.8 CPU CONFIGURATION
Regarding CPU configuration please refer to ref. /5/, 1/1301-ROF 366 844.
3 MECHANICAL SPECIFICATION
3.1 OVERVIEW
|‘E’| GEM backplane
WEEEEEE
[ <+——__ cPCI cross connection board, ROA 117 8865/1, for transferring of signals
and_power between cPCI processor board, ROF 366 844/1, and
Board-to-board connector - carrier board.
| [
Carrier Board :l
1/ROJ 208 405 [
\A ——cpal processor board mounted upside-down
(ROF 366 844/1)
P
L\:/I Optional proprietary PMC module
x/
Internal connectors on cPCI board covered by a shielding lid
Front
\ II-E@
30

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ

Fig.8. Cross connection/carrier boards for a single slot cPCI
processor
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3.2

3.3

3.4

3.5

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ

FRONT PANEL

For front panel information please refer to relevant frontpanel according to list.

Serial RS232 connection possibility is common to all.

* ROJ 208 425/1 and -425/2 .............. SXK 118 0102/192
*+ ROJ 208 426/1 and -426/2............... SXK 118 0102/193
* ROJ 208 427/1 and -427/2............... SXK 118 0102/230

CROSS CONNECTION BOARD DIMENSIONS

Cross connection board is built on PCB TVK 336.

CARRIER BOARD DIMENSIONS

Carrier board is a standard GEM 30 mm wide PCB slot (TVJ 828).

PCB CHARACTERISTICS

For PCB information please refer to 1301-TVJ 208 405.
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3.6 CPCI AND GEM CONNECTOR DESIGNATION/ALLOCATION

Cross connection board [ll] = Mounted connector

XP0O1
XP02

Carrier board
X01

X02
X03

X04
X05

x06 GEM subrack

—>
MXS64GX X07
cPCl processor board

Secondary side

X08
X09

X10
X11
XPO03

Fig.9. Carrier/cross connection board cPCl and GEM connector

3.7 GEM CONNECTOR PIN ALLOCATION
3.7.1 Power Supply

All power are supplied trough a two blade power contact (4pins/blade) one for
each branch. The connectors are placed in the top of the magazine. Pin
number 1-4 are always GND.

Table 2. DEV XPO01 and XP02

Acronym Full name Connector Pin
GND GND branch A1(2) XP01 1234
-48V_A -48V, branch A1(2) XP01 5,6,7,8
GND GND, branch B1(2) XP02 1234
-48V B -48V, branch B1(2) XP02 56,7,8

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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3.7.2 Maintenance Bus
Table 3. Device slot pin-out X01
Acronym Full name Connector Pin
MB()_SCL<n> | Serial Clock X01 A04
MB()_SDA<n> | Serial Data X01 B03
MB()_3V 33V X01 B04
MB_WC Write control X01 BO1
MB_A0 Address A0 X01 A02
MB_Al Address Al X01 B02
MB_A2 Address A2 X01 D02
MB_A3 Address A3 X01 E02
MB_A4 Address A4 X01 A03
()=AorB
3.7.3 Insertion Sense
Table 4. Insertion sense X01 and X11 pin-out
Acronym Full name Connector Pin
SENSE_U SENSE Upper X01 A01
SENSE_L SENSE Lower X11 A10
3.74 Ethernet
Table 5. Ethernet pin out 100Base-T on X10
Acronym Full name Connector Pin P Pin_N
100BaseTA_TXP_() 100BaseTA_TXN_() Transmit Data A X10 A01 BO1
100BaseTA_RXP_() 100BaseTA_RXN_() | Receive Data A X10 A02 B02
100BaseTB_TXP_() | 100BaseTB_TXN_() | Transmit Data B X10 E01 D01
100BaseTB_RXP_() 100BaseTB_RXN () | Receive Data B X10 E02 D02

()=0-25

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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3.75 Subrack Address

Table 6. Subrack Address on X10 and X11.

Acronym Full name Connector Pin
AP_0-S0 AP_0 address, hit 0 X10 A06
AP 0-S1 AP_0 address, bit 1 X10 B06
AP_0-S2 AP_0 address, bit 2 X10 D06
AP_0-S3 AP_0 -address, bit 3 X10 E06
AP_0-SP AP_0 even parity X10 EO05
AP_1-S0 AP _1 address, hit 0 X11 A01
AP_1-S1 AP_1 address, bit 1 X11 BO1
AP 1-S2 AP _1 address, hit 2 X11 D01
AP 1-S3 AP _1 address, hit 3 X11 E01
AP_1-SP AP_1 even parity X11 A02
AP_3-S0 AP_3 address, bit 0 X11 B02
AP_3-S1 AP_3 address, bit 1 X11 D02
AP_3-S2 AP_3 address, bit 2 X11 E02
AP_3-S3 AP_3 address, bit 3 X11 A03
AP_3-SP AP_3 even parity X11 BO3
3.7.6 Board/Slot Address
Table 7. Board address pin-out on X11
Acronym Full name Connector Pin

BADR-SO Board address, bit 0 X11 D03

BADR-S1 Board address, bit 1 X11 E03

BADR-S2 Board address, bit 2 X11 A04

BADR-S3 Board address, bit 3 X11 B04

BADR-S4 Board address, bit 4 X11 D04

BADR-SP Board address, odd parity X11 E04

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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3.7.7 JTAG

Table 8. JTAG connector 01

EN/FAD 109 351 R2B

Acronym Full name Connector Pin
GEM_BS TCK Test Clock X01 D01
GEM_BS_TMS Test Mode Select X01 EO03
GEM_BS_TDI Test Data Input X01 D03
GEM_BS TDO Test Data Output X01 D04
GEM_BS TRSTZ | Test Reset X01 EO1
ASP_BYPZ X01 EO04
3.8 MXS64GX CPCI PIN ALLOCATION
3.8.1 MXS64GX J1 connector
Table 9. MXS64GX J1 Connector
TeknorAcronym Full name Connector Pin
VCC3E 3.3V J1 A15,17,19,21,23
C06,10,18,22
D25
VI/O 5V J1 C04,08,16,20,24
VCCE 5V J1 A01,25
B02,24
D03,23
E01,25
-12VE -12v J1 BO1
+12VE +12V J1 D01
GND Ground J1 B06,08,10,16,18,20,22
D05,07,09,11,17,19
BD_SEL# Board select J1 D15
IPMB_SCL Management Bus-Clock J1 B17
IPMB_SDA Management Bus-Data J1 C17
M66EN 66 MHz Enable J1 D21

BD_SEL# and M66EN grounded on cross connection board.

All other pins in J1 are not connect.

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ



EN/FAD 109 351 R2B

ERICSSON 2

Limited Internal
DESIGN DESCRIPTION

16(21)

Prepared (also subject responsible if other)

No.

1551-R0OJ 208 425/1 Uen

Approved | Checked Date [ Rev Reference
2002-10-03 B
3.8.2 MXS64GX J2 connector
Table 10. MXS64GX J2 Connector

Teknor Acronym Full name Connector Pin

VIIO 5V J2 A04
C05,07,09,11,13

GND Ground J2 B01,03,07,09,11,13,15,17,19
,20,21
D04,06,08,10,12,14,16,18,20

SYSEN# System Enable J2 C02

SYSEN# grounded on cross connection board.

All other pins in J2 are not connected.

3.8.3 MXS64GX J3 connector
Table 11. MXS64GX J3 Connector
Teknor Acronym Full name Connector Pin
GND Ground J3 A02,08,10
B05,11
C02
D05
E01,02,09
ETH_TXBZ Ethernet TX Channel B - J3 B09
ETH_TXB Ethernet TX Channel B+ J3 A09
ETH_RXBZ Ethernet RX Channel B - J3 D09
ETH_RXB Ethernet RX Channel B + J3 C09

All other pins in J3 are not connected.

3.84 MXS64GX J4 connector
Table 12. MXS64GX J4 Connector
Teknor Acronym Full name Connector Pin
ETH_TXAZ Ethernet TX Channel A - Ja B16
ETH_TXA Ethernet TX Channel A + Ja Al6
ETH_RXAZ Ethernet RX Channel A - Ja D16
ETH_RXA Ethernet RX Channel A + Ja C16

All other pins in J4 are not connected.

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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3.8.5 MXS64GX J5 connector
Layout on cross connection board is prepared for the following connections.
This connector is however not mounted.
Table 13. MXS64GX J5 Connector
Teknor Acronym Full name Connector Pin
PBRSTZ PBA Reset J5 A22
GND Ground J5 B06,11,22
D14,20
All other pins in J5 are not prepared.
3.9 BOARD INTERCONNECTION PIN ALLOCATION
Table 14. X101 Connector
Pin Row A Row B Row C Row D
01 TSRT?
02 TMS!
03 DI IPMB_SCL
04 IPMB_SDA
05 TCK!
06 TDO!
Note 1: Carrier only signals.
Table 15. X102 Connector
Pin Row A Row B Row C Row D
01 ETH_TXAZ ETH_TXA ETH_RXAZ ETH_RXA
02
03 PBRSTZ?
04
05
06 ETH_TXBZ ETH_TXB ETH_RXBZ ETH_RXB

Note 2: Cross connection board only signal (If J5 is equipped)
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Table 16. X110 Connector

Pin Row A Row B Row C Row D
01 +12V nc -12v ov
02 +12V nc -12v ov
03 +12V nc -12v ov
04 +12V nc -12v ov
05 +12V nc -12v ov
06 +12V nc -12v ov
Table 17. X111 Connector
Pin Row A Row B Row C Row D
01 +5V 3.3V nc ov
02 +5V 3.3V nc ov
03 +5V 3.3V nc ov
04 +5V 3.3V nc ov
05 +5V 3.3V nc ov
06 +5V 3.3V nc ov
Table 18. X112 Connector
Pin Row A Row B Row C Row D
01 +5V 3.3V nc oV
02 +5V 3.3V nc oV
03 +5V 3.3V nc oV
04 +5V 3.3V nc oV
05 +5V 3.3V nc oV
06 +5V 3.3V nc oV
Table 19. X113 Connector
Pin Row A Row B Row C Row D
01 +5V 3.3V nc ov
02 +5V 3.3V nc oV
03 +5V 3.3V nc oV
04 +5V 3.3V nc oV
05 +5V 3.3V nc oV
06 +5V 3.3V nc oV
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Table 20. X114 Connector

Pin Row A Row B Row C Row D
01 +5V 3.3V nc ov
02 +5V 3.3V nc ov
03 +5V 3.3V nc oV
04 +5V 3.3V nc oV
05 +5V 3.3V nc oV
06 +5V 3.3V nc oV
4 VERIFICATION AND TEST
JTAG towards GEM is not implemented.
5 ENVIRONMENTAL SPECIFICATION
51 POWER DISSIPATION
511 Total Power Dissipation
 ROJ 208 425/1 and -425/2 average 27 W max 45 W
* ROJ 208 426/1 and -426/2 average 30 W max 48 W
* ROJ 208 427/1 and -427/2 average 34 W max 52 W
5.1.2 Power Dissipation/PBA
* ROF 366 844/1 max 34 W
+ 1/ROJ 208 405 max 11 W
+ ROJ 119 2136/1 max 3.5 W
+ ROA 209 21/13 max 7 W
5.2 DEPENDABILITY

Ivar/spool/gaprqueue/EDFS/GNV-3DA2BABA-CJ
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5.3 TEMPERATURE

ROJ 208 425/1, temperature ranges (ambient temperature at PBA position):

Normal operation: +5°Cto +55°C

Safe operation: -5°Cto +65°C

Non destruction: -10°Cto +70°C
54 EMC

ROJ 208 425/1 complies with the requirements stated in reference /1/.

5.5 ESD

ROJ 208 425/1 complies with the requirements stated in reference /1/.

6 TERMINOLOGY

cPCI - Compact PCI

EMC - ElectroMagnetic Compatibility

ESD - ElectroStatic Discharge

GEM - Generic Ericsson Magazine

GND - Ground

IOEXP - Input/Output Expander

JTAG - Joint Test Action Group

LED - Light Emitting Diode

MAG - Transformers for Balanced Ethernet
MTBF - Mean Time Between Failure

NSP - Network Server Platform

PBA - Printed Board Assembly

PCB - Printed Circuit Board

PCI - Peripheral Component Interconnect
PIU - Plug-In Unit

PM - Processor Module

PM-ETH - Processor Module with Ethernet PMC
PM-E!/T1 - Processor Module with SS7 PMC
PMC - PCI Mezzanine Card

SS7 - Signalling System No. 7
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